


SPECIFICATIONS
DFW-SX900 DFW-X700

Image device 1/2 type IT progressive scan CCD
Effective picture elements Approx. 1,450,000; Approx. 800,000;

1392 (H) x 1040 (V) 1034 (H) x 779 (V)
Picture size SXGA (1280 x 960) XGA (1024 x 768)
Cell size 4.65 µm (H) x 4.65 µm (V) 6.25 µm (H) x 6.25 µm (V)
Lens mount C mount
Minimum illumination 20 lx (F1.4, Gain + 18 dB)
Digital interface IEEE 1394-1995
Transfer rate 400 Mb/s, 200 Mb/s
Frame rate 7.5 or 3.75 frames/s 15 or 7.5 frames/s
Gain control Manual (0 - 18 dB)
Shutter speed 1/20,000 - 2 s
External trigger shutter Yes (Trigger mode 0)
Scalable function 16 zones (4 x 4) 8 zones (2 x 4)
Power requirements DC 8 - 30 V from IEEE 1394 camera cable
Power consumption 3.3 W (DC 12 V)
Dimensions 55 (W) x 50 (H) x 110 (D) mm (2 1/4 x 2 x 4 3/8 inches)
Mass 250 g (9 oz)
Operation temp. - 5 to 45 ˚C (23 to 113 ˚F)
Storage temp. - 20 to 60 ˚C (-4 to 140 ˚F)
Regulations UL1950, FCC Class B Digital Device, CE (EN6060-1)
Supplied accessories Lens mount cap (x1), Clamp filter (x2), External trigger connector (male) (x1),

Operating instructions (x1), Cable (x1)
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1: Power
2: Power (GND)
3: TPB-
4: TPB+
5: TPA-
6: TPA+

1 NC

2 GND

3 TRIGIN

4 NC

Trigger in

Exposure time 
(set by application software)
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